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FLOOR HEIGHT FROM 0G NIA GIA

Level 14 67.170 m 7,765 sq ft 11,287 sq ft

Level 13 63.305 m 27,626 sq ft 33,233 sq ft

Level 12 59.440 m 27,740 sq ft 33,233 sq ft

Level 11 55.575 m 27,702 sq ft 33,233 sq ft

Level 10 51.575 m 57,866 sq ft 65,289 sq ft

Level 09 47.575 m 57,866 sq ft 65,289 sq ft

Level 08 43.575 m 56,843 sq ft 65,285 sq ft

Level 07 39.575 m 56,825 sq ft 65,270 sq ft

Level 06 35.575 m 73,347 sq ft 82,130 sq ft

Level 05 31.575 m 73,314 sq ft 82,097 sq ft

Level 04 27.575 m 60,027 sq ft 68,481 sq ft

Level 03 23.375 m 6,610 sq ft 13,970 sq ft

Hammersmith Road Lobby 2,483 sq ft

Main Reception (Level 02) 6,460 sq ft

Tenant Entrance 1 976 sq ft

Tenant Entrance 2 976 sq ft
Areas are subject to an RICS measured survey at completion

Building Summary

Level 14 North Terrace 16,143 sq ft

Level 11 South Terrace 18,005 sq ft

Level 11 North Terrace 13,386 sq ft

Level 09 South Terrace 288 sq ft

Level 09 North Terrace 288 sq ft

Level 07 South Terrace 16,468 sq ft

Level 07 North Terrace 288 sq ft

Level 05 South Terrace 288 sq ft

Level 05 North Terrace 288 sq ft

External Areas

L03 – L14  
Office Areas only:

Total NIA – 533,532 sq ft

Total GIA – 618,797 sq ft



Live Lounge Conference Centre

NIA GIA

Level 02 
Live Lounge  

Food & Beverage
6,310 sq ft 6,318 sq ft

Level 02 
Live Lounge 

Kitchen
642 sq ft

Level 02M 
Live Lounge 

Food & Beverage
4,323 sq ft 4,327 sq ft

Total 10,633 sq ft 11,287 sq ft

NIA GIA

Level 02 
Conference

6,061 sq ft 6,070 sq ft

Level 02 
Conference 

Auditorium Only
5,149 sq ft 5,155 sq ft

Level 02 
Conference 

Kitchen
3,939 sq ft

Level 02 
Conference 

Rooms
12,648 sq ft 12,658 sq ft

Total 18,709 sq ft 22,667 sq ft



• Post room

• 200,000 sq ft logistics centre

• Communal waste storage incl. compactors

• 24 Accessible parking spaces (incl. 5 no. EV bays)

• 81 Standard parking spaces

• 30 Electric charging bays

• 3 Designated conference van spaces 

•  Suitable for large articulated lorry, 16.5m length,  
up to 28 ton payload (44 ton gross)

• Basement suitable for Luton vans

• Vehicle blockers

• CCTV

• 24 hour security

•  Voyager control just in time logistics  
management system

Window to Window up to 68.3 m

Window to Core up to 34.4 m

Structural Grid 16.5 x 9 m

NE Corner Structural Grid 6.5 x 9m

Plan Depth 78.8m x 114.8m

Raised Access Floor 150mm

Double Height Entrance (Level 02) 7m

Planning Grid 1500 mm

Floor to Ceiling (Office Levels 4–10) 2800 mm

Floor to U/S Soffit (Office Levels 4–10) 4000 mm

Floor to Ceiling (Office Levels 11–13) 2715 mm

Floor to U/S Soffit (Office Levels 11–13) 3540 mm

Top of Slab to Top of Slab (Office Levels 11–13) 3865 mm

Floor to Ceiling (Office Level 14) 3350 mm

Floor to U/S Soffit (Office Level 14) 4205 mm

Top of Slab to Top of Slab (Office Level 14) 4705 mm

Target Plan Efficiency 85%

Occupied Floors Logistics Centre



Passenger Lifts 

West Core:

 5 No. 2,000 kg (26 person)  
Machine room-less lift running at a rated  
speed of 1.6 m/s serving L2, L3 to L7

 1 No. 2,000 kg (26 person)  
Machine room-less lift running at a rated  
speed of 1.6 m/s serving B1, G, 1, 1M, 2, 3  
to L14 (passenger / fire lift)

East Core:

 7 No. 2,000 kg (26 person)  
Machine room-less lifts running at a rated  
speed of 2.5 m/s serving L2, L3, L8 to L14

 All office lifts with destination control

Office Goods / Passenger Lifts 

West Core:

 1 No. 2,500 kg (33 person) 
Machine room-less lifts running at a rated  
speed of 1.6 m/s serving all floors from B1 to L14

East Core:

 1 No. 2,500 kg (33 person)  
Machine room-less lifts running at a rated  
speed of 1.6 m/s serving all floors from B1 to L14

Firefighters Lifts 

West Core:

 Selected passenger lift nominated as combined 
passenger/ firefighters lift with through car  
access front and rear

East Core:

 1 No. 630 kg (8 person) machine room-less lift 
running at a rated speed of 1.6 m/s serving all  
floors from B1 to L14

Cycle lifts

 4 No. 2,600 kg (33 person)  
Machine room-less lifts running at a rated  
speed of 1.6 m/s serving G, L2 & L3

 Sized to accommodate three cyclists and their 
cycles, or one accessible cycle and its rider

Hammersmith Road Entrance

 4 No. 2,000 kg (26 person)  
Machine room-less lifts running at a rated  
speed of 1.6 m/s serving B1, 0G, 1M, L2 & L2M

M&E 1 person per 8 sq m (NIA)

WCs 1 person per 8 sq m (NIA)

Lifts 1 person per 8 sq m (NIA)

Means of Escape 1 person per 6 sq m (NIA)

Number of occupied floors 12 office floors

Number of occupied  
lower floors

6 
(basement, logistics, 
exhibition, exhibition 
ancillary, office entrance, 
retail & conference, 
conference ancillary)

Occupancy Lifts



Tenant Amenities Sustainability 
Targets 

Kitchen Extract 
Provision 

Mechanical &  
Electrical Services

Comfort

Long Stay Cycle Spaces 960

Showers
98  
(43 male 
43 female, 
12 unisex)

Lockers 944 provided on L03

Conference / Auditorium

Live Lounge, F&B and Live Performance Area

Co-working Lounge 

Private Dining / Multi Event Room

Shared Terrace Amenity on L07

Banqueting

• BREEAM Excellent
(To Shell & Core)

• Wired Score – Platinum

• WELL – Platinum

• NABERS targeted 5 star

• End of journey facilities –Five 
at Heart, Platinum Rating

• Airscore – Gold

Occupancy 1 person per 8 sq m

Fresh Air Provisions 12 l/s + 10% per person 
at 1:8 sq m

Cooling Loads 6 W/m2 lighting 
23 W/m2 small power

Centralised Full Heat Recovery AHUs

Fresh Air Provisions 12l/s + 10% per person 
at 1:8 sq m

Air Conditioned Space
Summer 22°C +- 2°C dry bulb 
(no humidity control)
Winter 22°C +- 2°C dry bulb

WC Extract 6 l/s/cubicle

Spatial provision for 2 no. catering 
kitchen extracts



Electrical Acoustics Structure

Electrical Loads

8 W/m2 lighting 23W/sq m 
small power
15kW MER/SER per tenancy 
circa 1000sq m

Lighting
300 – 500 lux
150 – 200 lux (WCs)

Building Services Open Plan NR(Leq) 35 Structure Steel framed cast concrete  
with exposed steel columns

Soffit Exposed concrete precast  
lattice planks

Downstand Beams 700mm

Structural Loadings

Office 
1kN/sq m dead load
3.5kN/sq m live load  
+ 1kN/sq m (partitions)

Terrace (Balcony)
4kN/sq m dead load
4kN/sq m live load

Terraces
10kN/sq m dead load 
4kN/sq m live load

Roof (Plant)
1.5kNsq m dead load 
7.5kN/sq m live load

Lobbies
3.5kN/sq m dead load 
5kN/sq m live load
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Hammersmith Road Entrance Lobby

• Glass balustrades with metal finish handrail
• 4 No. Lifts connecting ground floor to level 2
•  Sustainably sourced pleated timber

cladding to lift core walls
• High quality lift call buttons and lift arrival indicators
•  Customised lift car interior fit-out with

integrated lighting
• Polished concrete with marble aggregate floor tile
• Bespoke barrier entrance mattings
• Glass sliding doors
• Disabled access opening doors

Level 2 Office Reception / Entrance

• Smart gates / access control
• Large format polished concrete tile
• Bespoke barrier entrance mattings
• Auto revolving doors
• Disabled access opening doors
•  Pleated timber cladding with recessed

lighting fixtures to lift core walls
• Exposed services ceiling
• Concealed high quality services terminal devices
•  Walls will be finished with plasterboard

hard wall finish
• Flush recessed skirting
•  Full-height single-glazed curtain wall

between reception and office

•  Side hinged glazing doors between
reception and retail area

• Bespoke reception desk

Lift Lobbies (Level 02)

•  Finished to a same standard as the entrance 
lobby and reception areas

• Terrazzo tiles on a bespoke floor layout
• Pleated timber veneer lining with integrated 

lighting to core walls
• Flush recessed skirting
• Plasterboard ceiling
• High quality services terminal devices
•  Colour stainless steel cladding to lift architrave
• I ntegrated lift destination controls and lift 

indicators to timber lining
•  Customised lift car interior fit-out with integrated 

lighting and full height automatic doors

Office Lift Lobbies Levels (Level 03–L14)

•  Finished to a simplified standard as the
entrance lobby and reception areas

• Terrazzo tiles on a bespoke floor layout
• Plasterboard wall finish
• Flush recessed skirting
•  Plasterboard suspended ceiling with

recessed feature lighting
• High quality services terminal devices
•  Visually unobtrusive maintenance access

to services within the ceiling
• PPC aluminium architrave to lift doors with

integrated lift indicators
• Wall mounted lift destination controls
•  Customised lift or interior fit-out with integrated

lighting and full height automatic doors

Finishes*

*Subject to stage 4 design



Washrooms

• Terracotta floor and wall tile finish
• Lacquered entrance doors
• Painted ceiling
• Lighting
• White cubicles with back painted glass panels
• Hight quality sanitary ware with concealed cisterns
• Corian sink unit with ledge sections at either end
• Under mirror hand dryers

Offices

• Raised access floor
• Exposed services
• LED lighting
• Painted plasterboard partitions around core

Cycle Areas

• Painted blockwork walls
• Resin floor in cycle stores with road marking paint
• Exposed services
• LED lighting
• Bike stands
• Repair station
• Drying station/facilities
• Folding bike lockers
• Brompton bike lockers
• Disabled bike stands

Shower Areas

• Polished concrete floor finish
• Painted plasterboard wall finish
• Shower & WC white lacquered cubicles
• Lacquered doors
• Plasterboard ceiling
• Spot LED lighting
• Benches
• Lockers

Lift Car Finishes

• Bronzo Palatino wall cladding with back wall mirror
• PPC ceiling
• Terrazzo tiles floor

Doors, Frames and Ironmongery

• High quality lacquered doors
• Flush frameless riser doors
• Concealed fixings
•  Fire doors with intumescent strip and  

smoke seals with vision panels
• High quality stainless steel ironmongery throughout

Finishes



Fire Alarm

Automatic fire detection system and manual call points. 
Sprinkler protection provided to all floors including 
basement areas
Public Address / Voice Alarm system (PAVA) and disabled 
refuge Emergency Voice Communication System (EVCS)

Security Systems

The building is provided with a CCTV system to monitor all 
external entrances, as well as the internal reception areas, 
loading bay and lifts

Main Entrance

Audio intercom system to the 24/7 security control room

Cycle store

•  24/7 security control to dedicated cycle stores at level 
03 valid access card and RFID reader on entry / exit

• Visitor cycle spaces located on Level 02

Loading Bay

• 24/7 security
•  Controlled access
•  Access via intercom system which connects  

to security control room when gates are closed

CAT A Offices

PIR presence detection with integral  
photocells for daylight dimming; circadian 
lighting compatible

WCs/ Stairs / Lift lobbies 

PIR presence detection

Showers

PIR presence detection

Plantroom 
Local switching

Reception

Lighting control panel

System Control

DALI or similar lighting control system 
with automatic emergency lighting testing.

Facade Maintenance

External facade cleaning primarily via the main roof 
mounted Building Maintenance Unit, soffit monorail 
rope access systems completed on a 3–4 month cycle
Facade glazing replacement carried out externally 
utilising the main roof BMU and soffit monorail 
systems

Internal Maintenance

Cleaning schedule for common areas, with agreed 
monthly / quarterly tasks

Refuse Storage

Refuse store, compactor and recycling facilities  
are located on L0G within the logistics centre

Proactive Installations

Access Control

Lighting Controls Building Maintenance




